
POWERSPORTS

THIS MINI BIKE WAS 
SHIPPED WITHOUT 

ENGINE OIL. 
ALWAYS FILL WITH THE 
CORRECT AMOUNT AND 
GRADE OF ENGINE OIL 

AS LISTED IN THE 
OWNER’S MANUAL

ASSEMBLY/PRE-RIDE
INSPECTION INSTRUCTIONS

NEVER ATTEMPT TO START THIS MINI BIKE WITHOUT READING 
AND UNDERSTANDING THE OWNER’S/ OPERATOR’S MANUAL. 

THE OWNER’S OPERATOR’S MANUAL PROVIDES INFORMATION 
ON SAFETY, PARTS, FUNCTIONS, PRE-RIDE INSPECTION, 

STARTING AND MAINTENANCE

WARNING

For questions about these Assembly Instructions, call 
Coleman Powersports toll free 888-405-8725

WARNING

CAUTION
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M8 15

Fork Bolts

3. Tighten fork bolts on both 
sides of assembly
      
Torque for bolts  15 Ft/Lbs. 
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FRONT FENDER INSTALLATION

 LIGHT/FENDER  BRACKET INSTALLATION

1.    Attach Light/Fender 
bracket  using M8 x 15 bolts

 M8  X 15
 bolts
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HANDLEBAR ASSEMBLY

1 Lift up handle bars and center 
on fork assembly. 

While installing handlebars make sure  
brake  cables, throttle cable  and on/off
switch wire are not kinked or pinched.  

CAUTION:

2.   Attach handlebars using clamps 
and M8 x 32 Bolts

Clamps M8 x 32 bolts
     Handlebar Hardware

Torque bolts  15 ft/lbs.

 M8 x 32 Bolts
Clamps 
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FRONT WHEEL INSTALLATION
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M8 Nuts

M8 Rubber 
Grommets

LIGHT INSTALLATION

1.  Install front light onto bracket 
using M8 X 50 bolts, M8 rubber 
grommets and M8 nuts.

Rubber Grommets  
between light  
and light bracket

Torque Bolts 12ft/lbs

Note:    The rubber gromets fit 
between the light and the light 
bracket

M8 Nuts

M8 x 50 Bolts

2.  Plug light wires into wires 
from engine assembly

M8 x 50 Bolts
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TO IDLE WHEN  RELEASED.   
FREE MOVEMENT AND SNAP BACK 
THROTTLE CABLE SHOULD HAVE 
BEFORE STARTING ENGINE,  THE 
ALWAYS CHECK THROTTLE CABLE 
!  WARNING

t b
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Fuel levelFiller neck

is shipped without 
engine oil,  fill with   

Refer to owner's manual for 
correct amount and grade of 
engine oil.

engine oil
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POWERSPORTS

NEVER ATTEMPT TO START THIS MINI BIKE WITHOUT READING 
AND UNDERSTANDING THE OWNER’S/ OPERATOR’S MANUAL. 
THE OWNER’S/ OPERATOR’S MANUAL PROVIDES INFORMATION 
ON SAFETY, PARTS, FUNCTIONS, PRE-RIDE INSPECTION, 
STARTING AND MAINTENANCE

WARNING

(888) 405-8725
1775 E. University Dr., Tempe, AZ  85281

www.colemanpowersportsusa.com

www.facebook.com/colemanpowersportusa.com
www.instagram.com/colemanpowersports_usa


